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Работа посвящена изучению свойств композиционных полимерных литий-проводящих плёнок, 
представляющих собой твёрдополимерные электролиты, наполненные взвесью частиц собствен-
ной соли-ионогена. Изучены пределы растворимости различных литиевых солей (перхлората, 
гексафторфосфата, фторида и бромида) в высокомолекулярном растворителе – фторопласте-62. 
Обнаружено, что изготовление плёнок методом полива из совместного раствора с концентрацией 
соли выше предела её растворимости в полимере ведёт не к желаемому статистическому распре-
делению соли-ионогена, а к высаживанию её в виде отдельных кристаллов микронного размера. 
Методами измерения сопротивления постоянному току, прерывания постоянного тока и импе-
данс-спектроскопии исследованы транспортные характеристики композитов. Показано, что ион-
ный транспорт в таких материалах проходит по обеим фазам, в зависимости от их соотношения. 
Обнаружено отрицательное влияние повышения содержания проводящего наполнителя на элек-
тропроводность композиционного электролита в целом. В довольно широком концентрационном 
диапазоне значения электропроводности композитов ниже значений электропроводности инди-
видуальных фаз. На основе анализа имеющихся данных показано, что причины такого поведения, 
скорее всего, связаны с формированием достаточно крупных частиц с низкой площадью поверх-
ности раздела, не создающих каналов проводящих границ раздела сквозь аморфный материал.
Ключевые слова: литий-ионная проводимость; композиционные электролиты; полимерные ма-
териалы.
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�e paper highlights the results of composite polymer lithium-conducting �lms investigation. �e �lms 
under discussion consist of solid polymer electrolytes �lled by own lithium salt particles. �e solubility 
limit in macromolecular solvent – �uoropolymer F-62 is determined for several salts solutions namely 
lithium perchlorate, hexa�uorophosphate, �uoride and bromide. �e composite �lms prepared by solvent 
casting from the joint solution of polymer and lithium salt with its content exceeding its solubility in 
polymer matrix leads to formation of large single crystals of inorganic salt. �e preparation technique 
can hardly provide the desired uniform dispersion of �ller nanoparticles. Transport characteristics of the 
�lms are determined by using impedance spectroscopy, DC interruption technique and measuring the 
DC resistance through the �lm. �e ionic transport is shown to occur through both phases of composite 
according to their contents. Increasing of conductive �ller content reduces the overall conductivity of 
composite electrolyte. Conductivity values of composites in a wide range of lithium salt concentration 
are found to be lower the conductivity values of individual phases. �e most probable reason for such a 
behavior is connected with formation of relatively large �ller particles with small interfacial area. �ese 

particles are unable to form the highly-conducting channels through the amorphous stu�.   

Keywords: lithium-ionic conductivity; composite electrolytes; polymer materials.
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